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RD 50

The ThemeScene™ RD50 DLP™ TV delivers unparalleled image quality
on a large 50" 16:9 screen.

HD2+ Digital Light Processing from Texas Instruments coupled with the
finest High Definition image processing components provides an image
of breathtaking clarity with vibrant, perfectly balanced natural colour and
outstanding detail.

w HD-2+ Digital Light Processing™ technology from Texas Instruments
w Native High Definition resolution for astounding image quality

w Faroudja DCDi deinterlacing

w 11 inputs including HDMI, DVI (HDCP), Component Progressive and SCART RGB
w Twin tuners for Picture-in-Picture viewing

Specifications
Screen Wide-angle Non-reflective 0.15 mm screenpitch Image Processing Faroudja DCDi
Native Resolution 1,280 x 720 Audio NICAM 2 x 15w
Contrast Ratio 2000:1 Control Advanced Discrete Infra Red control
Brightness 450 nits Computer Compatibility VGA, SVGA (800 x 600)
XGA (1,024 x 768)
Lamp Type 100 watt VIP 1,280 x 720

SXGA (1,280 x 1,024)

Lamp Life 10,000 hours
Teletext 2000 Page memory

Video Compatibility pAL 576i/576p Level 2.5
NTSC 480i/480p . )
HD 720p/1080i Electronic Programme Guide NexTView (for use in Germany

France Switzerland and Belguim)

Tuner Compatibility 2 x Analogue tuners

PAL I,D,K,B,K Dimensions (W x H x D) 117 x90x 38 cm

SECAM L

NICAM

Weight 41 kg (excluding stand)
Inputs 1 x DVI (with HDCP)
1 x HDMl(via DVI with supplied adaptor)

1 x Component Progressive Power Supply AC input 90-260V; Input

1 x Component Interlaced Frequency: 50-60Hz

3 X SCART Input Current: 4.5A @ 90VAC
2 x S-video Power Consumption:

2 x Composite 250W in operation

1xVGA 8W in standby
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